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ANOD.
APPROX
ARCH.
ASPH.

BD.
BITUM.
BLDG.
BLK.
BLKG.
B.O.I.C.

B.O.I1.O.

BOT.

C.B.
C.G.
C.l
C.I.P.
CJ.
C.M.U.
C.0.
C.T.
CAB.
CEM.
CL.
CLG.
CLR.
COL.
CONC.
CONN.

CONSTR.

CONT.
CORR.
CTR.

D.F.
D.S.P.
DBL.
DEPT.
DET.
DIA.
DIM.
DISP.
DR.
DS.
DWG.
DWR.

E.

E.J.
E.P.
E.W.C.
EA.
EFS.
EIFS.

EL.
ELEC.
ELEV.
EMER.
ENCL.
ENGR.
EQ.
EQPT.
EXP.
EXPO.
EXT.

F.A.
F.D.
F.E.
F.E.C.
F.F.E.
F.H.C.
F.O.C.
F.O.F.
F.O.S.
FDN.
FIN.
FL.
FLASH.
FLEX.
FLUOR.
FPRF.
F.R.
FT.
FTG.
FURR.
FUT.
G.B.
G.V.P.
G.W.B.
GA.
GALV.
GL.
GND.
GR.
GYP.
H.B.
H.C.
H.M.
H.P.
HDWD.
HDWE.
HR.
HORIZ.
HT.

AND

ANGLE

AT
CENTERLINE
CHANNEL
POUND
EXISTING
NEW
REMOVE

ANCHOR BOLT
ACOUSTICAL
ADJUSTABLE
ABOVE FINISH FLOOR
AGGREGATE
ALTERNATE
ALUMINUM
ANODIZED
APPROXIMATE
ARCHITECTURAL
ASPHALT

BOARD

BITUMINOUS

BUILDING

BLOCK

BLOCKING

BY OWNER, INSTALLED
BY CONTRACTOR

BY OWNER, INSTALLED
BY OWNER

BOTTOM

CATCH BASIN
CORNER GUARD
CAST IRON
CAST-IN-PLACE
CONTROL JOINT
CONCRETE MASONRY UNIT
CASED OPENING
CERAMIC TILE
CABINET
CEMENT
CENTERLINE
CEILING

CLEAR

COLUMN
CONCRETE
CONNECTION
CONSTRUCTION
CONTINUOUS
CORRIDOR
CENTER

DRINKING FOUNTAIN
DRY STANDPIPE
DOUBLE
DEPARTMENT
DETAIL
DIAMETER
DIMENSION
DISPENSER
DOOR
DOWNSPOUT
DRAWING
DRAWER

EXISTING

EXPANSION JOINT
ELECTRICAL PANELBOARD
ELECTRIC WATER COOLER
EACH

EXTERIOR FINISH SYSTEM
EXTERIOR INSULATION
FINISH SYSTEM
ELEVATION

ELECTRICAL

ELEVATOR

EMERGENCY
ENCLOSURE

ENGINEER

EQUAL

EQUIPMENT

EXPANSION

EXPOSED

EXTERIOR

FIRE ALARM

FLOOR DRAIN

FIRE EXTINGUISHER
FIRE EXTINGUISHER CAB.
FINISH FLOOR ELEVATION
FIRE HOSE CABINET
FACE OF CONCRETE
FACE OF FINISH

FACE OF STUD
FOUNDATION

FINISH

FLOOR

FLASHING

FLEXIBLE

FLUORESCENT
FIREPROOF

FIRE RESISTIVE

FOOT OR FEET

FOOTING

FURRING

FUTURE

GRAB BAR

GYPSUM VENEER PLASTER
GYPSUM WALL BOARD
GAUGE

GALVANIZED

GRIDLINE

GROUND

GRADE

GYPSUM

HOSE BIBB
HOLLOW CORE
HOLLOW METAL
HIGH POINT
HARDWOOD
HARDWARE
HOUR
HORIZONTAL
HEIGHT

I.D.

IN.
INSUL.
INT.
INV.
JAN.
JT.

KIT.

L.P.
LAB.
LAM.
LAV.
LKR.
LT.

M.O.
MAT.
MAX.
MECH.
MEMB.
MET.
MFD.
MFR.
MH.
MIN.
MIR.
MISC.
MTD.
MUL.

N.I.C.
N.T.S.
NO.
NOM.
N.A.
O.A.
O.C.
O.D.

OBS.
OPNG.
OPP.

PLAM.
PL.
PLAS.
PLBG.
PLYWD.
PR.

PT.

QTY.

R.
R.D.
R.O.
RB
RECT.
REF.
REFR.
REINF.
REQD.
RESIL.
RM.

S.

S.C.
S.F
S.S.
SCHED.
SEC.

SECT.
SH.
SHT.
SHWR.
SIM.
SPEC.
SPKR.
SQ.
STA.
STAG.
STD.
STL.
STOR.
STRUCT.
SUSP.
SYM.

T.&G.
T.C.
T.0.B.
T.O0.C.
T.0.M.
T.O.P.
T.O.R.
T.O.S.
T.0.W.
T.P.
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THRES.
TRD.
TYP.

U.N.O.
UNF.
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V.LF.
VENT.
VERT.
VEST.

W.
W.C.
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W.S.
W/
WP.
WT.
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LIGHT
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GENERAL NOTES:

1. ALL CONSTRUCTION WORK SHALL BE PERFORMED IN STRICT
ACCORDANCE WITH THE LATEST EDITION OF THE INTERNATIONAL BUILDING
CODE, AS AMENDED BY THE STATE OF OREGON, WITH CITY OF ALBANY
STANDARDS AND CODES.

2. EXISTING CONDITIONS, AS REPRESENTED IN THE DRAWINGS ARE NOT
GUARANTEED. THE CONTRACTOR AND SUBCONTRACTORS SHALL VERIFY
ALL DIMENSIONS AND CONDITIONS SHOWN ON DRAWINGS AND AT THE
EXISTING BUILDING .. NOTIFY ARCHITECT OF ANY DISCREPANCIES PRIOR TO
SUBMITTING BID. CONTRACTORS WILL HAVE ACCESS TO SITE AT PRE-BID
MEETING ONLY, UNLESS APPROVED BY OWNER.

3. BIDDING CONTRACTORS AND SUBCONTRACTORS SHALL CAREFULLY
EXAMINE THE SITE AND THE CONSTRUCTION DOCUMENTS. DISCREPANCIES
IN THE PLANS OR SPECIFICATIONS SHALL BE CALLED TO THE ATTENTION OF
THE ARCHITECT PRIOR TO SUBMISSION OF BID SO THAT ADDENDA MAY BE
ISSUED. FAILURE TO MENTION SPECIFICALLY THE PROVISION OF ANY
ITEM(S), OR PERFORMANCE OF ANY WORK OR PROCEDURE WHICH WOULD
NORMALLY BE REQUIRED TO COMPLETE THE PROJECT, SHALL NOT RELIEVE
THE CONTRACTOR OF HIS RESPONSIBILITY TO PROVIDE SUCH ITEM(S) OR TO
PERFORM SUCH WORK OR PROCEDURE.

4. CONTRACTOR SHALL OBTAIN PERMITS FROM CITY OF ALBANY FOR ANY
TRAFFIC OBSTRUCTIONS, SIDEWALK CLOSURE, PARKING, TRADE PERMITS
ETC..

5. SITE USAGE: USE OF THE SITE FOR ANY CONSTRUCTION STAGING OR
OTHER OPERATIONS SHALL BE COORDINATED WITH THE OWNER'S
AUTHORIZED FIELD REPRESENTATIVE. DO NOT BLOCK OR ADVERSELY
AFFECT ANY PUBLIC OR ADJACENT STATE-OWNED AREAS OR OTHER AREAS
NOT WITHIN THE CONSTRUCTION LIMITS. DO NOT DISTURB TENANTS OF THE
FACILITY OR THEIR CLIENTS.

6. SITE USAGE FOR HOISTING EQUIPMENT: USE OF AND LOCATION OF ALL
HOISTING EQUIPMENT MUST BE APPROVED BY THE OWNER'S AUTHORIZED
FIELD REPRESENTATIVE. . IF APPROVAL AND / OR USE OF ANY EQUIPMENT
AFFECTS A CONTRACTOR'S BID THEN CONTRACTOR WILL BE REQUIRED TO
OBTAIN APPROVAL. ACCEPTABLE SUPPORT AND PROTECTION OF EXISTING
FACILITY GROUNDS AND PROPERTY SHALL BE INCLUDED IN CONTRACTOR'S
BID AMOUNT.

7. BUILDING EXIT ACCESS: MAINTAIN FREE, SAFE AND APPROVED MEANS OF
EGRESS IN AND OUT OF PROJECT LOCATION AND ANY OCCUPIED
BUILDING(S) IN ACCORDANCE WITH REQUIREMENTS OF CITY OF ALBANY AND
THE FACILITY. NO ACCESS TO ROOF THRU BUILDING IS ALLOWED EXCEPT
AS APPROVED BY THE FACILITY.

8. COORDINATION: CONTRACTOR SHALL COORDINATE REQUIREMENTS OF
ALL TRADES TO ALLOW FOR TIMELY INCLUSION IN THE WORK ALL REQUIRED
ITEMS SO AS NOT TO DELAY THE WORK OR THE WORK OF ANY
SUBCONTRACTOR.

9. FULL TIME SUPERVISION: THE CONTRACTOR SHALL PROVIDE FULL TIME
ON-SITE SUPERVISION DURING THE DURATION OF THE CONTRACT TIME.
ASSIGNED SUPERVISORY PERSONNEL SHALL BE ACCEPTABLE TO THE
OWNER AND SHALL NOT BE CHANGED WITHOUT OWNER WRITTEN
ACCEPTANCE.

10. SPECIFICATIONS: REQUIREMENTS OF THE SPECIFICATION APPLY TO ALL
ASPECTS OF THE WORK AND ARE INCLUDED AS ADDTIONAL INFORMATION
FOR EACH ITEM SO SPECIFIED. IF DIESCREPANCIES EXIST BETWEEN
SPECIFICATION AND DRAWINGS, THE MORE STRINGENT REQUIREMENT(S)
SHALL PREVAIL. NOTIFY THE ARCHITECT, IN WRITING, OF ANY
DESCREPANCIES PRIOR TO SUBMITTAL OF BID TO OBTAIN CLARIFICATION.

11. CONTRACTOR SHALL BE RESPONSIBLE FOR SECURITY OF ALL MATERIALS
STORED ON-SITE UNTIL FINAL ACCEPTANCE OF WORK BY THE OWNER.

12. ALL WORK AND MATERIALS SHALL BE INSTALLED IN STRICT ACCORDANCE
WITH MANUFACTURER'S AND INDUSTRY'S RECOMMENDATIONS OR
SPECIFICATIONS. SUBMIT SHOP DRAWINGS AS REQUIRED IN
SPECIFICATIONS.

13. ALL WORK SHALL BE PERFORMED IN A FIRST CLASS, WORKMAN-LIKE
MANNER MATCHING AND ALIGNING ALL SURFACES, WHERE APPLICABLE, TO
AFFORD A FINISHED AND CLEAN APPEARANCE. THE CONTRACTOR SHALL
CLEAN ALL SURFACES AND REMOVE ALL DIRT AND REFUSE CAUSED BY
DEBRIS FROM INSTALLATION TECHNIQUES OF EACH TRADE. ADJACENT
EXISTING SURFACES SHALL BE LEFT AS THEY APPEARED PRIOR TO THE
COMMENCEMENT OF WORK UNDER THIS CONTRACT, UNLESS SPECIFICALLY
STATED ELSEWHERE.

14. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING CONDITIONS AT
THE JOB SITE SO AS TO MEET THE REQUIREMENTS OF THE OCCUPATIONAL
SAFETY AND HEALTH ADMINISTRATION (OSHA), DURING THE ENTIRE
CONSTRUCTION  PERIOD. THIS PROVISION SHALL COVER THE
CONTRACTOR'S EMPLOYEES AND ALL OTHER PERSONS WORKING UPON OR
VISITING THE SITE. THE CONTRACTOR SHALL ADVISE AND INFORM HIS
EMPLOYEES, SUBCONTRACTOR AND SUPPLIERS OF ALL OSHA
REQUIREMENTS.

15. ALL MATERIALS USED FOR CONSTRUCTION SHALL BE NEW AND
UNDAMAGED AND SHALL BE MADE AVAILABLE FOR INSPECTION AND
APPROVAL BY THE OWNER'S AUTHORIZED FIELD REPRESENTATIVE. PRIOR
TO INSTALLATION. THE CONTRACTOR SHALL PROVIDE THE OWNER'S
AUTHORIZED FIELD REPRESENTATIVE. WITH A CERTIFICATE OF MATERIALS
FROM THE SUPPLIER, IF REQUESTED.

16. DURING CONSTRUCTION, ALL PUBLIC STREETS, SIDEWALKS AND STATE /
PRIVATE PROPERTY ADJACENT TO THE PROJECT SHALL BE KEPT CLEAN OF
MATERIAL DEPOSITS RESULTING FROM ON-SITE CONSTRUCTION, AND
EXISTING STRUCTURES SHALL BE PROTECTED.

17. THE DESIGN AND CONSTRUCTION OF THE EXISTING MAIN FACILITY ROOF
DECK IS NOT UNDERSTOOD TO BEAR ANY CONSTRUCTION LOADING BEYOND
THAT OF NORMAL HUMAN BODY WEIGHT. CONTRACTOR SHALL NOT
STOCKPILE MATERIALS OR USE ANY HEAVY EQUIPMENT ON ROOF WITHOUT
FIRST GETTING STAMPED APPROVAL FROM A STRUCTURAL ENGINEER
LICENSED IN THE STATE OF OREGON.

18. ALL WORK, INCLUDING ANY DEMOLITION, MUST BE COORDINATED WITH
THE FACILITY ON A DAILY BASIS, FAILURE TO CONSISTANTLY COORDINATE
THE WORK WITH THE FACILITY SHALL BE GROUNDS FOR IMMEDIATE
TERMINATION AT THE DISCRETION OF THE OWNER.

19. ALL ELECTRICAL AND MECHANICAL WORK IS TO BE DESIGN-BUILD.

20. THESE GENERAL NOTES APPLY TO ALL CONTRACT DOCUMENTS
ASSOCIATED WITH THIS PROJECT.

KEY NOTES:

D001: EXISTING WALK-IN REFRIGERATOR / FREEZER AND ALL
ASSOCIATED S.S. TRIMS TO BE REMOVED.

(oo

D002) D002: EXISTING STORAGE SHELVING TO BE REMOVED, SANITIZED
WITH STEAM CLEANER AND RE-INSTALLED.

D003: EXISTING RECESSED CONC. SLAB TO REMAIN. REMOVE
EXISTING RIGID INSUL. AND WOOD SLEEPERS. HIS MATERIAL IS TO
BE TREATED AS A HAZARDOUS MATERIAL DUE TO BLACK MOLD.
INSTALL NEW SELF-LEVELING CONC. TO OBTAIN LEVEL AND HEIGHT
REQUIREMENT.

D004: EXISTING 2" GWB FINISH TO BE REMOVED BEHIND AND ABOVE
EXISTING REFRIGERATION EQUIPMENT FULL HEIGHT. THIS
MATERIAL IS TO BE TREATED AS A HAZARDOUS MATERIAL DUE TO
BLACK MOLD.

D005) D005: EXISTING EPOXY FLOORING TO REMAIN; PATCH WHERE
DAMAGED WITH NEW EPOXY FLOORING.

D006: EXISTING ELECTRICAL PANELS TO REMAIN; PROVIDE NEW
POWER TO ADDED ROOFTOP MECHANICAL EQUIPMENT
ASSOCIATED WITH INSTALLATION OF NEW REFRIGERATION
EQUIPMENT. SEE EXISTING ELECTRICAL PANEL SCHEDULES THIS
SHEET.

D007: NEW EXTERIOR REFRIGERATION UNITS ABOVE AT ROOF.
SAW-CUT AND REMOVE EXISTING 3" GWB AND 3" PLYWD. TO
ACCESS BOTTOM OF METAL DECK FOR NEW PENETRATION FOR
REFRIGERANT AND ELECTRICAL LINES.

D008: TEMPORARY, IMPERMEABLE, DUST AND PARTICULATE, 2X4
WD. STUD PARTITION AT 24" O.C. FROM FLOOR TO CEILING WITH 6
MIL VISQUEEN, 3" GWB ON OCCUPIED SIDE AND 3" FT PLYWD. ON
WORK SIDE (SEE SPECIFICATION 015000). INSTALL CONT.

EXISTING ELECTRICAL PANEL EKA SCHEDULE

1/4"=1"-0"

EXISTING ELECTRICAL PANEL EKB SCHEDULE

1/4"=1-0"

16'-8" VERIFY

Iy

NEOPRENE SILL SEAL AT BOTH BOTTOM AND TOP PLATE. HT.: 9'-0". / B \
REPAIR EXISTING CEILING AND FLOOR SURFACES ONCE THE @ y |
TEMPORARY WALL IS REMOVED. — > >
NOTE: EXISTING ELECTRICAL CONDUIT EXISTS WITHIN THE AREA TO BE /\
DEMOLISHED. TEMPORARILY TERMINATE ALL ELECTRICAL TO EQUIPMENT
PRIOR TO EQUIPMENT REMOVAL. -———
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